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shall calculate the organic HAP emit-
ted during the month using Equation 
(19). 
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(h) If the affected source operates 
more than one capture system or more 
than one control device, and has no 
never-controlled work stations and no 
intermittently-controllable work sta-
tions, then the affected source is in 
compliance with the 95 percent overall 
organic HAP control efficiency require-
ment for the month if for each press or 
group of presses controlled by a com-
mon control device: 

(1) The volatile matter collection and 
recovery efficiency, Rv, as determined 
by paragraphs (c)(1)(i), (c)(1)(iii), and 
(c)(1)(v)–(vii) of this section is equal to 
or greater than 95 percent, or 

(2) The overall organic HAP control 
efficiency as determined by paragraphs 
(c)(2)(iii) and (c)(2)(v)–(vii) of this sec-
tion for each press or group of presses 
served by that control device and a 
common capture system is equal to or 
greater than 95 percent and the average 
capture system operating parameter 
value for each capture system serving 
that control device is greater than or 
less than (as appropriate) the operating 
parameter value established for that 
capture system in accordance with 
§ 63.828(a)(5) for each three hour period, 
or 

(3) The overall organic HAP control 
efficiency as determined by paragraphs 
(d)(1)(i)–(iii) and (d)(1)(x) of this section 
for each press or group of presses 
served by that control device and a 
common capture system is equal to or 
greater than 95 percent, the oxidizer is 
operated such that the average oper-
ating parameter value is greater than 
the operating parameter value estab-
lished in accordance with § 63.828(a)(4) 
for each three hour period, and the av-
erage capture system operating param-
eter value for each capture system 
serving that control device is greater 
than or less than (as appropriate) the 

operating parameter value established 
for that capture system in accordance 
with § 63.828(a)(5) for each three hour 
period. 

[61 FR 27140, May 30, 1996, as amended at 71 
FR 29801, May 24, 2006] 

§ 63.826 Compliance dates. 

(a) The compliance date for an owner 
or operator of an existing affected 
source subject to the provisions of this 
subpart is May 30, 1999. 

(b) The compliance date for an owner 
or operator of a new affected source 
subject to the provisions of this sub-
part is immediately upon start-up of 
the affected source, or May 30, 1996, 
whichever is later. 

(c) Affected sources which have un-
dergone reconstruction are subject to 
the requirements for new affected 
sources. The costs associated with the 
purchase and installation of air pollu-
tion control equipment are not consid-
ered in determining whether the af-
fected source has been reconstructed. 
Additionally, the costs of retrofitting 
and replacement of equipment that is 
installed specifically to comply with 
this subpart are not considered recon-
struction costs. 

§ 63.827 Performance test methods. 

(a) An owner or operator using a con-
trol device to comply with the require-
ments of §§ 63.824–63.825 is not required 
to conduct an initial performance test 
to demonstrate compliance if one or 
more of the criteria in paragraphs 
(a)(1) through (a)(3) of this section are 
met: 

(1) A control device that is in oper-
ation prior to May 30, 1996, does not 
need to be tested if 

(i) It is equipped with continuous 
emission monitors for determining 
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